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MICROLIGHTHelios IR-1 FHD ZOOM
Infrared Illuminator for varifocal megapixel cameras

21072

20
6

Angle, ° Distance, m Horizontal spot size, m

7 250 32

10 200 35

15 130 34

20 100 35

25 80 35

30 65 35

35 54 34

40 44 32

45 36 29

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode
off. Use a correction factor 2.5 - 3.0 to determine the approximate distance for camera
wiht CCD sensor.

Options available:

w/o built-in photocell 

PoE IEEE 802.3at (PoE+) 

RAL color available

Wavelenght			 850 nm

Angle 7...45°

Distance			 36...250 m

Built-in photocell		 yes

Supply voltage			  12...24 V AC/DC

Power consumption		 17 W

Ingress protection			 IP67, IK08

Operation temperature		 -40...+50 °C

Weight 0.7 kg

TM

12-24VAC/DC

TM

OpticFocus

PureIR

97%

TM

TM

ZOOManual

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

built-in current regulator

increased efficiency of removal of 
heat from the radiating elements

manual stepless adjustment of the angle 
of radiation, and range of illumination

IR light filter with minimal loss of 
radiation power

lenses system, amplifying the 
energy of the light beam

tripping delay photocell to prevent 
accidental turn off

built-in photocell

supply voltage 12...24 AC/DC

LightSwitcher

TM
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MICROLIGHTVario IR 2.8-12
Infrared Illuminator for cameras with zoom lens 2.8-12 mm

W D

H

Options available:
w/o built-in photocell
PoE IEEE 802.3af (PoE)
PoE IEEE 802.3at (PoE+,UPoE) 
Supply voltage 185...265 V AC 
RAL color available

Model W, mm H, mm D, mm

Vario IR 2.8-12/20 171 60 146

Vario IR 2.8-12/30 171 74 146

Vario IR 2.8-12/37 171 95 146

Vario IR 2.8-12/45 272 95 215

Vario IR 2.8-12/50 171 135 146

Vario IR 2.8-12/64 272 145 215

Vario IR 2.8-12/78 272 180 215

Vario IR 2.8-12/90 272 230 215

Vario IR 2.8-12/100 273 263 215

TM

12-24VAC/DC

TM

PoE

TM

Cur.Stabilizer

PureIR

97%

TM

ThermoThick

TM

TM

SmartLight

TM

SMD

supply voltage 12...24 V AC/DC

power over ethernet (UPoE)
IEEE 802.3at

built-in photocell

built-in current regulator

IR light filter with minimal loss of 
radiation power

increased efficiency of removal of 
heat from the radiating elements

tripping delay photocell to prevent 
accidental turn off

high-performance surface-mount 
LEDs

LightSwitcher

TM

Distance, m
Power 

consumption, 
W

Supply voltage, 
V

Weight, 
kg

Vario IR 2.8-12/20 up to 21 7.0 max 12...24 V AC/DC 0.9

Vario IR 2.8-12/30 up to 30 10.0 max 12...24 V AC/DC 1.1

Vario IR 2.8-12/37 up to 37 15.0 max 12...24 V AC/DC 1.3

Vario IR 2.8-12/45 up to 45 18.0 max 12...24 V AC/DC 3.1

Vario IR 2.8-12/50 up to 50 23.0 max 12...24 V AC/DC 1.8

Vario IR 2.8-12/64 up to 64 35.0 max 12...24 V AC/DC 3.8

Vario IR 2.8-12/78 up to 78 53.0 max 12...24 V AC/DC 4.4

Vario IR 2.8-12/90 up to 90 70.0 max 12...24 V AC/DC 5.2

Vario IR 2.8-12/100 up to 100 88.0 max 12...24 V AC/DC 5.8

Ingress protection IP67, IK08

Operation temperature -40...+50 °C

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode
off. Use a correction factor 2.5 - 3.0 to determine the approximate distance for camera
wiht CCD sensor.

supply voltage 185...265 V AC

TM

220VAC
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MICROLIGHTVario IR 5.0-50
Infrared Illuminator for cameras with zoom lens 5.0-50 mm

W D

H

Options available:
w/o built-in photocell
PoE IEEE 802.3af (PoE)
PoE IEEE 802.3at (PoE+,UPoE) 
Supply voltage 185...265 V AC 
RAL color available

Model W, mm H, mm D, mm

Vario IR 5.0-50/30 171 60 146

Vario IR 5.0-12/45 171 74 146

Vario IR 5.0-50/56 171 95 146

Vario IR 5.0-50/66 272 95 215

Vario IR 5.0-50/75 171 135 146

Vario IR 5.0-50/93 272 145 215

Vario IR 5.0-50/114 272 180 215

Vario IR 5.0-50/132 272 230 215

Vario IR 5.0-50/148 273 263 215

TM

12-24VAC/DC

TM

PoE

TM

Cur.Stabilizer

PureIR

97%

TM

ThermoThick

TM

TM

SmartLight

TM

SMD

supply voltage 12...24 V AC/DC

power over ethernet (UPoE)
IEEE 802.3at

built-in photocell

built-in current regulator

IR light filter with minimal loss of 
radiation power

increased efficiency of removal of 
heat from the radiating elements

tripping delay photocell to prevent 
accidental turn off

high-performance surface-mount 
LEDs

LightSwitcher

TM

Distance, m
Power 

consumption, 
W

Supply voltage, 
V

Weight, 
kg

Vario IR 5.0-50/30 up to 32 7.0 max 12...24 V AC/DC 0.9

Vario IR 5.0-50/45 up to 45 10.0 max 12...24 V AC/DC 1.1

Vario IR 5.0-50/56 up to 56 15.0 max 12...24 V AC/DC 1.3

Vario IR 5.0-50/66 up to 66 18.0 max 12...24 V AC/DC 3.1

Vario IR 5.0-50/75 up to 75 23.0 max 12...24 V AC/DC 1.8

Vario IR 5.0-50/93 up to 93 35.0 max 12...24 V AC/DC 3.8

Vario IR 5.0-50/114 up to 114 53.0 max 12...24 V AC/DC 4.4

Vario IR 5.0-50/132 up to 132 70.0 max 12...24 V AC/DC 5.2

Vario IR 5.0-50/148 up to 148 88.0 max 12...24 V AC/DC 5.8

Ingress protection IP67, IK08

Operation temperature -40...+50 °C

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode
off. Use a correction factor 2.5 - 3.0 to determine the approximate distance for camera
wiht CCD sensor.

supply voltage 185...265 V AC

TM

220VAC

Microlight Company. Dmitrovskoye shosse, 100/2 Moscow, Russia 
Tel. +7 (499) 346-75-02
www.microlightsecurity.com
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MICROLIGHTHelios IR-1 ZOOM
varifocal Infrared Illuminator for analog cameras

23572

20
5

Angle, ° Distance, m Horizontal spot size, m

2 400 12

3 250 12

4 150 9

5 120 9

6 100 9

9 80 11

13 60 12

17 50 13

25 40 16

40 30 20

50 25 20

65 22 35

90 20 35

100 18 40

Illumination distance is shown for B/W camera without IR correction, 1/3’’ CCD, 
sensivity not less than 1,5×10-5 W/m2 for 800…1000 nm (equivalent for 0,01 lx), objective 
F1.4

Options available:

w/o built-in photocell 

PoE IEEE 802.3af (PoE) 

RAL color available

Wavelenght			 850 nm

Angle 2...100°

Distance			 18...400 m

Built-in photocell		 yes

Supply voltage			  12...24 V AC/DC

Power consumption		 4.0 W

Ingress protection			 IP67, IK08

Operation temperature		 -40...+50 °C

Weight 0.74 kg

TM

12-24VAC/DC

TM

PoE

TM

OpticFocus

PureIR

97%

TM

TM

ZOOManual

TM

SmartLight

TM

l o w  p o w e r

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

power over ethernet (PoE)
IEEE 802.3af

built-in photocell

lenses system, amplifying the 
energy of the light beam

IR light filter with minimal loss of 
radiation power

manual stepless adjustment of the angle 
of radiation, and range of illumination

tripping delay photocell to prevent 
accidental turn off

low power consumption

built-in current regulator

LightSwitcher

TM
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MICROLIGHTHelios IR-Plate
compact super wide-angle infrared illuminators

106

72

8 max

Options available:

RAL color available

Supply voltage 12 V DC

Weight 0.1 kg

Operation temperature -40...+50 °C

Ingress protection IP65, IK08

Wavelenght

IR-Plate-2-850
850 nm

IR-Plate-3-850

IR-Plate-2-940
940 nm

IR-Plate-3-940

TM

12VDC

TM

l o w  p o w e r

PureIR

97%

TM

ThermoThick

TM

TM

SMD

supply voltage от 12 V DC

low power consumption

IR light filter with minimal loss of 
radiation power

increased efficiency of removal of 
heat from the radiating elements

high-performance surface-mount 
LEDs

IR-Plate-2-850

Angle 120°

Distance 2.5 m

Power consumption 4.5 W

IR-Plate-3-850

Angle 150°

Distance 3.0 m

Power consumption 5.1 W

IR-Plate-2-940

Angle 120°

Distance 1.5 m

Power consumption 4.5 W

IR-Plate-3-940

Angle 150°

Distance 2.5 m

Power consumption 5.1 W

Distance of illumination is indicated for the camera with a matrix of 1.3 ‘’ 2Mpix, with 
Sence-Up mode off.

To determine the approximate distance of the backlight for analog videocameras use 
a correction factor of 2.5 - 3.0.
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MICROLIGHTHelios IR-28 SPH
super wide infrared illuminator ceiling installation

70

15
0

Square of illumination

IR-28 SPH 850 75 m2

IR-28 SPH 940 40 m2

IR-28 SPH 850 and IR-28 SPH 940 square of illumination is guaranteed by tests with 
Mobotix Q24 camera on 4 meters height installation.

Options available:

w/o built-in photocell 

PoE IEEE 802.3af (PoE) 

RAL color available

Wavelenght			 850 and 940 nm

Angle 360°

Built-in photocell		 yes

Supply voltage			  12...24 V AC/DC

Power consumption		 8.0 W

Ingress protection			 IP55

Operation temperature		 -40...+50 °C

Weight 0.75 kg

TM

12-24VAC/DC

TM

PoE

TM

SmartLight

TM

l o w  p o w e r

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

power over ethernet (PoE)
IEEE 802.3af

built-in photocell

tripping delay photocell to prevent 
accidental turn off

low power consumption

built-in current regulator

LightSwitcher

TM

IR-28 SPH is off IR-28 SPH is on
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MICROLIGHTHelios IR-30-S
Short range Infrared Illuminator

85 70

55

Options available:
w/o built-in photocell
bracket ST-3M
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3af (PoE)
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 2.8 W

Built-in photocell	 yes

Ingress protection		 IP67, IK08

Operation temperature	 -40...+50 °C

Weight 0.35 kg

TM

12-24VAC/DC

TM

OpticFocus

PureIR

97%

TM

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

built-in current regulator

increased efficiency of removal of 
heat from the radiating elements

high-performance surface-mount 
LEDs

IR light filter with minimal loss of 
radiation power

lenses system, amplifying the 
energy of the light beam

tripping delay photocell to prevent 
accidental turn off

built-in photocell

supply voltage 12...24 V AC/DC

LightSwitcher

TM

Wavelenght, nm Angle, ° Distance, m
Horizontal spot size, 

m

850

30 23 12

45 15 11

60 12 14

90 8 11

120 6 10

940

30 11 6

45 7 5

60 6 7

90 4 6

120 3 5

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.
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MICROLIGHTHelios IR-30-M
Medium range Infrared Illuminator 

85 70

74

12...24 В AC/DC 

5.6 W

yes

IP67, IK08

-40...+50 °C

Supply voltage  

Power consumption 

Built-in photocell 

Ingress protection 

Operation  temperature 

Weight 0.45 kg 

TM

12-24VAC/DC

TM

PoE

TM

OpticFocus

PureIR

97%

TM

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

LightSwitcher

TM

Angle, ° Distance, m Horizontal spot size, 
m

850

30 32 17

45 22 17

60 16 18

90 11 16

120 8 14

940

30 16 8

45 10 8

60 8 8

90 5 7

120 4 7

10

Wavelenght, nm built-in current regulator

increased efficiency of removal of 
heat from the radiating elements

high-performance surface-mount 
LEDs

IR light filter with minimal loss of 
radiation power

lenses system, amplifying the 
energy of the light beam

tripping delay photocell to prevent 
accidental turn off

built-in photocell

power over ethernet (PoE)
IEEE 802.3af

supply voltage 12...24 V AC/DC

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

Options available:
w/o built-in photocell
bracket ST-3M
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3af (PoE)
RAL color available

Microlight Company. Dmitrovskoye shosse, 100/2 Moscow, Russia
Tel. +7 (499) 346-75-02
www.microlightsecurity.com
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MICROLIGHTHelios IR-30-L
Medium range Infrared Illuminator 

85 70

92

Options available:
w/o built-in photocell
bracket ST-3M
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3af (PoE)
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 7.6 W

Built-in photocell	 yes

Ingress protection		 IP67, IK08

Operation temperature	 -40...+50 °C

Weight 0.6 kg

TM

12-24VAC/DC

TM

PoE

TM

OpticFocus

PureIR

97%

TM

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

power over ethernet (PoE)
IEEE 802.3af

built-in photocell

lenses system, amplifying the 
energy of the light beam

IR light filter with minimal loss of 
radiation power

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

Wavelenght, nm Angle, ° Distance, m
Horizontal spot size, 

m

850

30 40 21

45 27 21

60 20 20

90 14 20

120 10 17

940

30 19 10

45 12 9

60 10 10

90 7 10

120 5 9

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.
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MICROLIGHT

85

13
5

70

Wavelenght, nm Angle, ° Distance, m
Horizontal spot size, 

m

850

7 200 69

10 150 75

15 100 71

30 52 79

45 34 79

60 25 79

90 18 100

120 12 115

940

7 105 24

10 75 36

15 50 37

30 25 36

45 16 36

60 12 37

90 8 44

120 6 56

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

Options available:
w/o built-in photocell
PoE IEEE 802.3af
bracket ST-3M
screw-thread 1/4’’ (1/4-20 UNC) 
RAL color available

Supply voltage			 12...24 V AC/DC

Power consumption		 10.5 W

Built-in photocell		 yes

Ingress protection			 IP67, IK08

Operation temperature		 -40...+50 °C

Weight 0.8 kg

Helios IR-30-XXL
Medium range Infrared Illuminator 

TM

12-24VAC/DC

TM

PoE

TM

SMD

TM

OpticFocus

TM

Cur.Stabilizer

LightSwitcher

TM

TM

SmartLight

PureIR

97%

TM

ThermoThick

TM

supply voltage 12...24 V AC/DC

power over ethernet (PoE)
IEEE 802.3af

high-performance surface-mount 
LEDs

lenses system, amplifying the 
energy of the light beam

built-in current regulator

built-in photocell

tripping delay photocell to prevent 
accidental turn off

IR light filter with minimal loss of 
radiation power

increased efficiency of removal of 
heat from the radiating elements

12
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MICROLIGHTHelios IR-294-S
Medium range Infrared Illuminator 

68134

67

Options available:
w/o built-in photocell
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3af (PoE)
supply voltage 185...265 V AC 
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 9.0 W

Built-in photocell	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 1.0 kg

TM

12-24VAC/DC

TM

PoE

PureIR

97%

TM

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

power over ethernet (PoE)
IEEE 802.3af

built-in photocell

IR light filter with minimal loss of 
radiation power

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

Wavelenght, nm Angle, ° Distance, m
Horizontal spot size, 

m

850

10 140 24

15 90 23

30 47 24

45 32 24

60 23 23

90 17 24

120 12 21

940

10 65 11

15 40 10

30 22 11

45 14 11

60 11 11

90 8 11

120 6 10

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

supply voltage 185...265 V AC

TM

220VAC
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MICROLIGHTHelios IR-294-M
Medium range Infrared Illuminator 

134

14
5

68

Options available:
w/o built-in photocell
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3at (PoE+) 
supply voltage 185...265 V AC 
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 18.0 W

Built-in photocell	 yes

Pressure equalization valve	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 1.2 kg

TM

12-24VAC/DC

TM

PoE

PureIR

97%

TM

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

power over ethernet (PoE+)
IEEE 802.3at

built-in photocell

IR light filter with minimal loss of 
radiation power

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

Wavelenght, nm Angle, ° Distance, m
Horizontal spot size, 

m

850

10 195 34

15 125 33

30 66 34

45 45 34

60 32 32

90 23 33

120 17 29

940

10 90 16

15 55 14

30 31 16

45 20 15

60 16 16

90 11 16

120 8 14

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

Supply voltage 185...265 V AC

TM

220VAC
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MICROLIGHTHelios IR-294-L
Medium range Infrared Illuminator 

134

18
0

68

Options available:
w/o built-in photocell
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3at (UPoE) 
supply voltage 185...265 V AC 
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 27.0 W

Built-in photocell	 yes

Pressure equalization valve	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 1.7 kg

TM

12-24VAC/DC

TM

PoE

PureIR

97%

TM

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

power over ethernet (UPoE)
IEEE 802.3at

built-in photocell

IR light filter with minimal loss of 
radiation power

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

Wavelenght, nm Angle, ° Distance, m
Horizontal spot size, 

m

850

10 240 42

15 155 40

30 81 42

45 55 42

60 40 40

90 28 40

120 21 36

940

10 110 19

15 65 17

30 38 20

45 24 19

60 19 19

90 14 20

120 10 17

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

supply voltage 185...265 V AC

TM

220VAC

Microlight Company. Dmitrovskoye shosse, 100/2 Moscow, Russia 
Tel. +7 (499) 346-75-02
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MICROLIGHTHelios IR-294-XL
Long range Infrared Illuminator 

134

23
0

68

Options available:
w/o built-in photocell
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3at (UPoE) 
supply voltage 12...24 V AC/DC 
RAL color available

Supply voltage		 185...265 В AC

Power consumption	 35.0 W

Built-in photocell	 yes

Pressure equalization valve	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 1.9 kg

TM

220VAC

TM

PoE

PureIR

97%

TM

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 185...265 V AC

supply voltage 12...24 V AC/DC

built-in photocell

IR light filter with minimal loss of 
radiation power

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

Wavelenght, nm Angle, ° Distance, m
Horizontal spot size, 

m

850

10 280 49

15 180 47

30 94 49

45 64 49

60 46 46

90 32 45

120 24 42

940

10 130 23

15 80 21

30 44 23

45 28 21

60 22 22

90 16 23

120 11 19

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

TM

12-24VAC/DC

power over ethernet (UPoE)
IEEE 802.3at
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MICROLIGHTHelios IR-294-XXL
Long range Infrared Illuminator 

134

26
3

68

Options available:
w/o built-in photocell
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3at (UPoE) 
supply voltage 12...24 V AC/DC 
RAL color available

Supply voltage		 185...265 В AC

Power consumption	 45.0 W

Built-in photocell	 yes

Pressure equalization valve	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 2.2 kg

TM

220VAC

TM

PoE

PureIR

97%

TM

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 185...265 V AC

supply voltage 12...24 V AC/DC

built-in photocell

IR light filter with minimal loss of 
radiation power

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

Wavelenght, nm Angle, ° Distance, m
Horizontal spot size, 

m

850

10 310 54

15 200 52

30 105 54

45 72 55

60 51 51

90 36 51

120 27 47

940

10 145 25

15 85 22

30 49 25

45 31 24

60 25 25

90 18 25

120 12 21

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

TM

12-24VAC/DC

power over ethernet (UPoE)
IEEE 802.3at

17
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MICROLIGHTHelios IR-30-S x2
Infrared Illuminator with adjustable angle

171

55

146

Options available:
w/o built-in photocell
PoE IEEE 802.3af (PoE) 
supply voltage 185...265 V AC 
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 7.0 W

Built-in photocell	 yes

Ingress protection		 IP67, IK08

Operation temperature	 -40...+50 °C

Weight 0.9 kg

TM

12-24VAC/DC

TM

PoE

TM

Cur.Stabilizer

PureIR

97%

TM

ThermoThick

TM

TM

SmartLight

TM

SMD

supply voltage 12...24 V AC/DC

power over ethernet (PoE)
IEEE 802.3af

built-in photocell

built-in current regulator

IR light filter with minimal loss of 
radiation power

increased efficiency of removal of 
heat from the radiating elements

tripping delay photocell to prevent 
accidental turn off

high-performance surface-mount 
LEDs

LightSwitcher

TM

Wavelenght, nm
Angle, °

(min - max)
Distance, m
(max - min)

Horizontal spot size, 
m

(min - max)

850

30 - 60 32 - 23 17 - 23

45 - 90 21 - 15 16 - 21

60 - 120 17 - 12 17 - 21

90 - 150 11 - 8 16

120 - 180 8 - 6 7

940

30 - 60 16 - 11 8 - 11

45 - 90 10 - 7 8 - 14

60 - 120 8 - 6 8 - 10

90 - 150 6 - 4 8

120 - 180 4 - 3 7

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

supply voltage 185...265 V AC

TM

220VAC
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MICROLIGHTHelios IR-30-M x2
nfrared Illuminator with adjustable angle

171

74

146

12...24 В AC/DC 

10.0 W

yes

IP67, IK08

-40...+50 °C

1.1 kg 

TM

12-24VAC/DC

TM

PoE

TM

Cur.Stabilizer

PureIR

97%

TM

ThermoThick

TM

TM

SmartLight

TM

SMD

LightSwitcher

TM

850

30 - 60 45 - 32 23 - 32

45 - 90 31 - 22 24 - 31

60 - 120 23 - 16 23 - 28

90 - 150 16 - 11 23

120 - 180 11 - 8 19

940

30 - 60 23 - 16 12 - 16

45 - 90 14 - 10 11 - 14

60 - 120 11 - 8 11 - 14

90 - 150 7 - 5 10

120 - 180 6 - 4 10

TM

220VAC

19

Supply voltage  

Power consumption 

Built-in photocell 

Ingress protection 

Operation temperature 

Weight

Wavelenght, nm
Angle, °

(min - max)
Distance, m
(max - min)

Horizontal spot size, 
m

(min - max)

high-performance surface-mount 
LEDs

increased efficiency of removal of 
heat from the radiating elements

IR light filter with minimal loss of 
radiation power

built-in current regulator

tripping delay photocell to prevent 
accidental turn off

built-in photocell

supply voltage 185...265 V AC

power over ethernet (PoE)
IEEE 802.3af

supply voltage 12...24 V AC/DC
Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

Options available:
w/o built-in photocell
PoE IEEE 802.3af (PoE) 
supply voltage 185...265 V AC 
RAL color available
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MICROLIGHTHelios IR-30-L x2
Infrared Illuminator with adjustable angle

171 146

95

Options available:
w/o built-in photocell
PoE IEEE 802.3af (PoE) 
supply voltage 185...265 V AC 
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 15.0 W

Built-in photocell	 yes

Ingress protection		 IP67, IK08

Operation temperature	 -40...+50 °C

Weight 1.3 kg

TM

12-24VAC/DC

TM

PoE

TM

Cur.Stabilizer

PureIR

97%

TM

ThermoThick

TM

TM

SmartLight

TM

SMD

supply voltage 12...24 V AC/DC

power over ethernet (PoE)
IEEE 802.3af

built-in photocell

built-in current regulator

IR light filter with minimal loss of 
radiation power

increased efficiency of removal of 
heat from the radiating elements

tripping delay photocell to prevent 
accidental turn off

high-performance surface-mount 
LEDs

LightSwitcher

TM

Wavelenght, nm
Angle, °

(min - max)
Distance, m
(max - min)

Horizontal spot size, 
m

(min - max)

850

30 - 60 57 - 40 30 - 40

45 - 90 38 - 27 29 - 38

60 - 120 28 - 20 28 - 35

90 - 150 20 - 14 28

120 - 180 14 - 10 24

940

30 - 60 27 - 19 14 - 19

45 - 90 17 - 12 13 - 17

60 - 120 14 - 10 14 - 17

90 - 150 10 - 7 14

120 - 180 7 - 5 12

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

supply voltage 185...265 V AC

TM

220VAC
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MICROLIGHTHelios IR-30-XXL x2
Infrared Illuminator with adjustable angle

13
5

171 153

Options available:
w/o built-in photocell
PoE IEEE 802.3at (PoE+) 
supply voltage 185...265 V AC 
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 21.0 W

Built-in photocell	 yes

Ingress protection		 IP67, IK08

Operation temperature	 -40...+50 °C

Weight 1.8 kg

TM

12-24VAC/DC

TM

PoE

TM

Cur.Stabilizer

PureIR

97%

TM

ThermoThick

TM

TM

SmartLight

TM

SMD

supply voltage 12...24 V AC/DC

power over ethernet (PoE+)
IEEE 802.3at

built-in photocell

built-in current regulator

IR light filter with minimal loss of 
radiation power

increased efficiency of removal of 
heat from the radiating elements

tripping delay photocell to prevent 
accidental turn off

high-performance surface-mount 
LEDs

LightSwitcher

TM

Wavelenght, nm Angle, °
(min - max)

Distance, m
(max - min)

Horizontal spot size, 
m

(min - max)

850

7 - 14 280 - 200 35 - 50

10 - 20 210 - 150 37 - 54

15 - 30 140 - 100 37 - 54

30 - 60 73 - 52 40 - 60

45 - 90 48 - 34 41 - 70

60 - 120 35 - 25 42 - 90

90 - 150 25 - 18 60 - 100

120 - 180 17 - 12 60 - 100

940

7 - 14 145 - 105 18 - 25

10 - 20 105 - 75 18 - 27

15 - 30 70 - 50 19 - 27

30 - 60 35 - 25 19 - 29

45 - 90 22 - 16 19 - 33

60 - 120 17 - 12 20 - 42

90 - 150 11 - 8 22 - 45

120 - 180 8 - 6 22 - 45

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

supply voltage 185...265 V AC

TM

220VAC

Microlight Company. Dmitrovskoye shosse, 100/2 Moscow, Russia 
Tel. +7 (499) 346-75-02
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21

www.microlightsecurity.com


Microlight Company. Dmitrovskoye shosse, 100/2 Moscow, Russia
Tel. +7 (499) 346-75-02
www.microlightsecurity.com

MICROLIGHTHelios IR-294-S x2
Infrared Illuminator with adjustable angle

215272

67

Options available:
w/o built-in photocell
PoE IEEE 802.3at (PoE+) 
supply voltage 185...265 V AC 
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 18.0 W

Built-in photocell	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 3.0 kg

TM

12-24VAC/DC

TM

PoE

TM

Cur.Stabilizer

PureIR

97%

TM

ThermoThick

TM

TM

SmartLight

TM

SMD

supply voltage 12...24 V AC/DC

power over ethernet (PoE+)
IEEE 802.3at

built-in photocell

built-in current regulator

IR light filter with minimal loss of 
radiation power

increased efficiency of removal of 
heat from the radiating elements

tripping delay photocell to prevent 
accidental turn off

high-performance surface-mount 
LEDs

LightSwitcher

TM

Wavelenght, nm
Angle, °

(min - max)
Distance, m
(max - min)

Horizontal spot size, 
m

(min - max)

850

10 - 20 195 - 140 35 - 49

15 - 30 125 - 90 33 - 47

30 - 60 65 - 45 34 - 47

45 - 90 45 - 32 34 - 45

60 - 110 33 -23 33 - 38

90 - 140 24 - 17 34

120 - 170 17 - 12 29

940

10 -20 90 - 65 16 - 23

15 - 30 57 - 40 15 - 21

30 - 60 31 - 22 16 - 22

45 - 90 20 - 14 15 - 20

60 - 110 16 - 11 16 - 18

90 - 140 11 - 8 16

120 - 170 8 - 6 14

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

supply voltage 185...265 V AC

TM

220VAC
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MICROLIGHTHelios IR-294-M x2
Infrared Illuminator with adjustable angle

272

14
5

215

Options available:
w/o built-in photocell
PoE IEEE 802.3at (UPoE) 
supply voltage 185...265 V AC 
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 36.0 W

Built-in photocell	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 3.8 kg

TM

12-24VAC/DC

TM

PoE

TM

Cur.Stabilizer

PureIR

97%

TM

ThermoThick

TM

TM

SmartLight

TM

SMD

supply voltage 12...24 V AC/DC

power over ethernet (UPoE)
IEEE 802.3at

built-in photocell

built-in current regulator

IR light filter with minimal loss of 
radiation power

increased efficiency of removal of 
heat from the radiating elements

tripping delay photocell to prevent 
accidental turn off

high-performance surface-mount 
LEDs

LightSwitcher

TM

Wavelenght, nm
Angle, °

(min - max)
Distance, m
(max - min)

Horizontal spot size, 
m

(min - max)

850

10 - 20 275 - 195 48 - 68

15 - 30 175 - 125 46 - 65

30 - 60 93 - 66 48 - 66

45 - 90 64 - 45 49 - 64

60 - 110 45 - 32 45 - 52

90 - 140 33 - 23 47

120 - 170 24 - 17 42

940

10 -20 125 - 90 22 - 31

15 - 30 78 - 55 20 - 28

30 - 60 44 - 31 23 - 31

45 - 90 28 - 20 21 - 28

60 - 110 23 - 16 23 - 26

90 - 140 16 - 11 23

120 - 170 11 - 8 19

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

supply voltage 185...265 V AC

TM

220VAC
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MICROLIGHTHelios IR-294-L x2
Infrared Illuminator with adjustable angle

272 215

18
0

Options available:
w/o built-in photocell
PoE IEEE 802.3at (UPoE) 
supply voltage 12...24 V AC/DC 
RAL color available

Supply voltage		 185...265 В AC

Power consumption	 54.0 W

Built-in photocell	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 4.4 kg

TM

12-24VAC/DC

TM

PoE

TM

Cur.Stabilizer

PureIR

97%

TM

ThermoThick

TM

TM

SmartLight

TM

SMD

supply voltage 12...24 V AC/DC

power over ethernet (UPoE)
IEEE 802.3at

built-in photocell

built-in current regulator

IR light filter with minimal loss of 
radiation power

increased efficiency of removal of 
heat from the radiating elements

tripping delay photocell to prevent 
accidental turn off

high-performance surface-mount 
LEDs

LightSwitcher

TM

Wavelenght, nm
Angle, °

(min - max)
Distance, m
(max - min)

Horizontal spot size, 
m

(min - max)

850

10 - 20 340 - 240 59 - 83

15 - 30 220 - 155 57 - 80

30 - 60 115 - 80 59 - 81

45 - 90 78 - 55 57 - 78

60 - 110 57 - 40 57 - 66

90 - 140 40 - 28 57

120 - 170 30 - 21 52

940

10 -20 155 - 110 27 - 38

15 - 30 92 - 65 24 - 34

30 - 60 54 - 38 28 - 38

45 - 90 34 - 24 26 - 34

60 - 110 27 - 19 27 - 31

90 - 140 20 - 14 28

120 - 170 14 - 10 24

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

Supply voltage 185...265 V AC

TM

220VAC
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MICROLIGHTHelios IR-294-XL x2
Infrared Illuminator with adjustable angle

272 215

23
0

Options available:
w/o built-in photocell
supply voltage 12...24 V AC/DC 
RAL color available

Supply voltage		 185...265 В AC

Power consumption	 70.0 W

Built-in photocell	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 5.2 kg

TM

12-24VAC/DC

TM

Cur.Stabilizer

PureIR

97%

TM

ThermoThick

TM

TM

SmartLight

TM

SMD

supply voltage 12...24 V AC/DC

built-in photocell

built-in current regulator

IR light filter with minimal loss of 
radiation power

increased efficiency of removal of 
heat from the radiating elements

tripping delay photocell to prevent 
accidental turn off

high-performance surface-mount 
LEDs

LightSwitcher

TM

Wavelenght, nm
Angle, °

(min - max)
Distance, m
(max - min)

Horizontal spot size, 
m

(min - max)

850

10 - 20 395 - 280 69 - 97

15 - 30 255 - 180 67 - 93

30 - 60 130 - 94 69 - 94

45 - 90 90 -64 69 - 91

60 - 110 65 - 46 65 - 75

90 - 140 45 - 32 64

120 - 170 34 - 24 59

940

10 -20 180 - 130 32 - 45

15 - 30 115 - 80 29 - 41

30 - 60 62 - 44 32 - 44

45 - 90 40 - 28 31 - 40

60 - 110 31 - 22 31 - 36

90 - 140 23 - 16 33

120 - 170 16 - 11 28

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

supply voltage 185...265 V AC

TM

220VAC

25

www.microlightsecurity.com


Microlight Company. Dmitrovskoye shosse, 100/2 Moscow, Russia 
Tel. +7 (499) 346-75-02
www.microlightsecurity.com

MICROLIGHTHelios IR-294-XXL x2
Infrared Illuminator with adjustable angle

272 215

26
3

Options available:
w/o built-in photocell
supply voltage 12...24 V AC/DC 
RAL color available

Supply voltage		 185...265 В AC

Power consumption	 90.0 W

Built-in photocell	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 5.8 kg

TM

12-24VAC/DC

TM

Cur.Stabilizer

PureIR

97%

TM

ThermoThick

TM

TM

SmartLight

TM

SMD

supply voltage 12...24 V AC/DC

built-in photocell

built-in current regulator

IR light filter with minimal loss of 
radiation power

increased efficiency of removal of 
heat from the radiating elements

tripping delay photocell to prevent 
accidental turn off

high-performance surface-mount 
LEDs

LightSwitcher

TM

Wavelenght, nm
Angle, °

(min - max)
Distance, m
(max - min)

Horizontal spot size, 
m

(min - max)

850

10 - 20 435 - 310 76 - 108

15 - 30 283 - 200 74 - 104

30 - 60 145 - 105 77 - 105

45 - 90 100 - 72 78 - 102

60 - 110 72 - 51 72 - 84

90 - 140 51 - 36 72

120 - 170 38 - 27 66

940

10 -20 205 - 145 35 - 50

15 - 30 120 - 85 31 - 44

30 - 60 69 - 49 36 - 49

45 - 90 44 - 31 34 - 44

60 - 110 35 - 25 35 - 41

90 - 140 25 - 18 35

120 - 170 17 - 12 29

Distance is indicated for the camera with 1.3 ‘’ 2 Mpix sensor and Sence-Up mode off. Use
a correction factor 2.5 - 3.0 to determine the approximate distance for camera wiht CCD
sensor.

supply voltage 185...265 V AC

TM

220VAC
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MICROLIGHTHelios WL-1 ZOOM
Varifocal Illuminator white light

23572

20
5
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2 210 7.5 65 2.2 30 1.1

5 95 8.5 28 2.5 13 1.1

10 50 9.0 15 2.7 7 1.2

15 38 10.0 11 3.0 5 1.3

30 24 13.0 7 3.7 3.4 1.8

45 20 15.0 6 5.0 2.8 2.3

50 17 16.0 5.5 5.2 2.4 2.3

60 12 14.0 3.5 4.2 1.7 2.0

85 10 19.0 3 5.5 1.4 2.5

Options available:

w/o built-in photocell 

PoE IEEE 802.3af (PoE) 

RAL color available

Color temperature			 6500 К

Angle 2...85°

Luminous intensity at 2°		 54000 cd

Built-in photocell		 yes

Supply voltage			  12...24 V AC/DC

Power consumption		 4.0 W

Ingress protection			 IP67, IK08

Operation temperature		 -40...+50 °C

Weight 0.74 kg

TM

12-24VAC/DC

TM

PoE

TM

OpticFocus

TM

ZOOManual

TM

SmartLight

TM

l o w  p o w e r

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

power over ethernet (PoE)
IEEE 802.3af

built-in photocell

lenses system, amplifying the 
energy of the light beam

manual stepless adjustment of the angle 
of radiation, and range of illumination

tripping delay photocell to prevent 
accidental turn off

low power consumption

built-in current regulator

LightSwitcher

TM
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MICROLIGHTHelios WL-294-S Citi
Illuminator white light of general application

68134

95

Options available:
w/o built-in photocell
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3af (PoE)
supply voltage 185...265 V AC 
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 14.0 W

Built-in photocell	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 1.0 kg

TM

12-24VAC/DC

TM

PoE

TM

color t°

6500 K
5000 K
3000 K

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

power over ethernet (PoE)
IEEE 802.3af

built-in photocell

different versions based on the 
color temperature of light

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

Color temperature, К
5000
(basic)

6500
(optional)

3000
(optional)

Angle, ° 120

Luminous flux, lm 1240 1340 1050

Luminous intensity, cd 395 427 334

Color rendering index, RA 80 70 90

The level of light at a distance 
of 3 m, lx

43 47 37

The level of light at a distance 
of 5 m, lx

15 17 13

The level of light at a distance 
of 10 m, lx

4 4 3

Supply voltage 185...265 V AC

TM

220VAC
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MICROLIGHTHelios WL-294-L Citi
Illuminator white light of general application

134

18
0

68

Options available:
w/o built-in photocell
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3at (UPoE) 
supply voltage 185...265 V AC 
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 43.0 W

Built-in photocell	 yes

Pressure equalization valve	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 1.7 kg

TM

12-24VAC/DC

TM

PoE

TM

color t°

6500 K
5000 K
3000 K

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

power over ethernet (UPoE)
IEEE 802.3at

built-in photocell

different versions based on the 
color temperature of light

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

Color temperature, К
5000
(basic)

6500
(optional)

3000
(optional)

Angle, ° 120

Luminous flux, lm 3720 4020 3150

Luminous intensity, cd 1185 1280 1000

Color rendering index, RA 80 70 90

The level of light at a distance 
of 5 m, lx

47 51 40

The level of light at a distance 
of 10 m, lx

12 13 10

The level of light at a distance 
of 15 m, lx

5 6 4

supply voltage 185...265 V AC

TM

220VAC
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MICROLIGHTHelios WL-294-XXXL Citi
Illuminator white light of general application

134

29
0

68

Options available:
w/o built-in photocell
screw-thread 1/4’’ (1/4-20 UNC) 
supply voltage 12...24 V AC/DC 
RAL color available

Supply voltage		 185...265 V AC

Power consumption	 85.0 W

Built-in photocell	 yes

Pressure equalization valve	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 2.6 kg

TM

12-24VAC/DC

TM

color t°

6500 K
5000 K
3000 K

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

built-in photocell

different versions based on the 
color temperature of light

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

Color temperature, К
5000
(basic)

6500
(optional)

3000
(optional)

Angle, ° 120

Luminous flux, lm 11160 12060 9450

Luminous intensity, cd 3550 3840 3000

Color rendering index, RA 80 70 90

The level of light at a distance 
of 10 m, lx

36 38 30

The level of light at a distance 
of 15 m, lx

16 17 13

The level of light at a distance 
of 20 m, lx

6 6 5

supply voltage 185...265 V AC

TM

220VAC
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MICROLIGHTHelios WL-294-S Eco
white light illuminator with accent lighting

68134

95

Options available:
w/o built-in photocell
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3af (PoE)
supply voltage 185...265 V AC 
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 14.0 W

Built-in photocell	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 1.0 kg

TM

12-24VAC/DC

TM

PoE

TM

color t°

6500 K
5000 K
3000 K

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

power over ethernet (PoE)
IEEE 802.3af

built-in photocell

different versions based on the 
color temperature of light

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

Color temperature, К 5000

Angle, ° 15 30 45 60 90

Luminous flux, lm 1120

Luminous intensity, cd 20700 5300 2300 1300 610

Color rendering index, RA 80

The level of light at a distance 
of 3 m, lx

2300 590 255 140 65

The level of light at a distance 
of 5 m, lx

825 210 90 50 25

The level of light at a distance 
of 10 m, lx

205 50 23 13 6

Is possible to manufacture illuminators with a color temperature of 3000 K (RA = 90) 
and 6500 K (RA = 70). The luminous flux and the luminous intensity will thus differ from 
those in the table

supply voltage 185...265 V AC

TM

220VAC

31

www.microlightsecurity.com


MICROLIGHTHelios WL-294-M Eco
white light illuminator with accent lighting

134

14
5

68

Options available:
w/o built-in photocell
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3at (PoE+) 
supply voltage 185...265 V AC 
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 28.0 W

Built-in photocell	 yes

Pressure equalization valve	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 1.2 kg

TM

12-24VAC/DC

TM

PoE

TM

color t°

6500 K
5000 K
3000 K

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

power over ethernet (PoE+)
IEEE 802.3at

built-in photocell

different versions based on the 
color temperature of light

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

Color temperature, К 5000

Angle, ° 15 30 45 60 90

Luminous flux, lm 2230

Luminous intensity, cd 41300 10600 4650 2650 1210

Color rendering index, RA 80

The level of light at a distance 
of 5 m, lx

1650 425 185 105 48

The level of light at a distance 
of 10 m, lx

410 105 46 26 12

The level of light at a distance 
of 15 m, lx

180 47 21 12 5

Is possible to manufacture illuminators with a color temperature of 3000 K (RA = 90) 
and 6500 K (RA = 70). The luminous flux and the luminous intensity will thus differ from 
those in the table

supply voltage 185...265 V AC

TM

220VAC

Microlight Company. Dmitrovskoye shosse, 100/2 Moscow, Russia Tel. 
+7 (499) 346-75-02
www.microlightsecurity.com
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MICROLIGHTHelios WL-294-L Eco
white light illuminator with accent lighting

134

18
0

68

Options available:
w/o built-in photocell
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3at (UPoE) 
supply voltage 185...265 V AC 
RAL color available

Supply voltage		 12...24 V AC/DC

Power consumption	 43.0 W

Built-in photocell	 yes

Pressure equalization valve	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 1.7 kg

TM

12-24VAC/DC

TM

PoE

TM

color t°

6500 K
5000 K
3000 K

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

power over ethernet (UPoE)
IEEE 802.3at

built-in photocell

different versions based on the 
color temperature of light

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

supply voltage 185...265 V AC

TM

220VAC

Color temperature, К 5000

Angle, ° 15 30 45 60 90

Luminous flux, lm 3350

Luminous intensity, cd 62000 16000 7000 4000 1820

Color rendering index, RA 80

The level of light at a distance 
of 10 m, lx

620 160 70 40 18

The level of light at a distance 
of 15 m, lx

275 71 31 18 8

The level of light at a distance 
of 20 m, lx

155 40 18 10 5

Is possible to manufacture illuminators with a color temperature of 3000 K (RA = 90) 
and 6500 K (RA = 70). The luminous flux and the luminous intensity will thus differ from 
those in the table
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MICROLIGHTHelios WL-294-XL Eco
white light illuminator with accent lighting

134

23
0

68

Options available:
w/o built-in photocell
screw-thread 1/4’’ (1/4-20 UNC) 
PoE IEEE 802.3at (UPoE) 
supply voltage 12...24 V AC/DC 
RAL color available

Supply voltage		 185...265 В AC

Power consumption	 57.0 W

Built-in photocell	 yes

Pressure equalization valve	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 1.9 kg

TM

12-24VAC/DC

TM

PoE

TM

color t°

6500 K
5000 K
3000 K

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

power over ethernet (UPoE)
IEEE 802.3at

built-in photocell

different versions based on the 
color temperature of light

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

supply voltage 185...265 V AC

TM

220VAC

Color temperature, К 5000

Angle, ° 15 30 45 60 90

Luminous flux, lm 4460

Luminous intensity, cd 84100 21200 9300 5300 2420

Color rendering index, RA 80

The level of light at a distance 
of 10 m, lx

840 210 93 53 24

The level of light at a distance 
of 15 m, lx

370 94 41 24 11

The level of light at a distance 
of 20 m, lx

210 53 23 13 6

Is possible to manufacture illuminators with a color temperature of 3000 K (RA = 90) 
and 6500 K (RA = 70). The luminous flux and the luminous intensity will thus differ from 
those in the table
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MICROLIGHTHelios WL-294-XXL Eco
white light illuminator with accent lighting

134

26
3

68

Options available:

w/o built-in photocell
screw-thread 1/4’’ (1/4-20 UNC) 
supply voltage 12...24 V AC/DC 
RAL color available

Supply voltage		 185...265 В AC

Power consumption	 71.0 W

Built-in photocell	 yes

Pressure equalization valve	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 2.2 kg

TM

12-24VAC/DC

TM

color t°

6500 K
5000 K
3000 K

TM

SMD

TM

SmartLight

ThermoThick

TM

TM

Cur.Stabilizer

supply voltage 12...24 V AC/DC

built-in photocell

different versions based on the 
color temperature of light

high-performance surface-mount 
LEDs

tripping delay photocell to prevent 
accidental turn off

increased efficiency of removal of 
heat from the radiating elements

built-in current regulator

LightSwitcher

TM

supply voltage 185...265 V AC

TM

220VAC

Color temperature, К 5000

Angle, ° 15 30 45 60 90

Luminous flux, lm 5580

Luminous intensity, cd 103300 26600 11600 6640 3030

Color rendering index, RA 80

The level of light at a distance 
of 15 m, lx

460 118 51 30 13

The level of light at a distance 
of 20 m, lx

255 66 29 16 8

The level of light at a distance 
of 25 m, lx

165 42 18 11 5

Is possible to manufacture illuminators with a color temperature of 3000 K (RA = 90) 
and 6500 K (RA = 70). The luminous flux and the luminous intensity will thus differ from 
those in the table
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MICROLIGHTPSU-4 LD
LED driver

139

85

49

Options available:
w/o built-in photocell 
power factor corrector 
output current up to 1А 
RAL color available

Supply voltage		 185...265 V AC

Power consumption	  up to 93.0 W

Built-in photocell	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 0.9 kg

TM

C-Power

TM

power factor
correction

PFC

TM

SmartLight

TM

adj.  current

ADJCR

TM

Cur.Stabilizer

built-in photocell

two outputs channels

power factor corrector

tripping delay photocell to prevent 
accidental turn off

factory setting of the output 
current 100...1000 mА

built-in current regulator

LightSwitcher

TM

supply voltage 185...265 V AC

TM

220VAC

Output power
(It is set at the factory)

The output voltage at
established current of 1 А

up to 15 W 7...15 V DC

up to 30 W 15...30 V DC

up to 50 W 30...50 V DC

up to 70 W 50...70 V DC

up to 90 W 70...90 V DC
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MICROLIGHTPSU-4 PoE
PoE splitter

160

55
11
5

Options available:
w/o built-in photocell 

RAL color available

Supply voltage		 from PoE injector 

Power consumption	  up to 60.0 W

Built-in photocell	 yes

Ingress protection		 IP67, IK10

Operation temperature	 -40...+50 °C

Weight 0.6 kg

TM

out 12VDC

TM

SmartLight

built-in photocell

output 12 V DC

tripping delay photocell to prevent 
accidental turn off

LightSwitcher

TM

PoE (PoE+, UPoE)
IEEE 802.3af (at)

TM

PoE

Input voltage and Ethernet from injector PoE IEEE 802.3af
PoE+ (UPoE) IEEE 802.3at

Power output for connecting a video camera 
(on constantly)

12 V 1 A DC

Power output for connecting the illuminator 
(or other equipment), photocell

2 x 48 V DC

Short circuit protection yes

Output Ethernet yes

Full power up to 60 W
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MICROLIGHTST-5
adaptive bracket IR-30 series

106

65

110

0...60

-10

+105




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MICROLIGHTST-5M
adaptive bracket IR-294 and WL-294 series

106

65

110

0...50

-10

+105




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MICROLIGHTST-3M
bracket IR-294 and WL-294 series

96

7 4.5 55
25

13
2

173

>180°

140°
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MICROLIGHTST-Mobotix
brackets IR-30 series for Mobotix cameras

20
0

6.4

3.4

40

17

71

119

10
5

6.4

3.2

19

13
6

6.4

3.4

40

17

66

ST-M15
Mobotix M-15

ST-M24
Mobotix M-24

ST-M12
Mobotix M-12

ST-M15
Mobotix M-15

ST-M24
Mobotix M-24

ST-M12
Mobotix M-12
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MICROLIGHTNOTES
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